
 

 

 

 
 

                                                        

           

                 
                 

10.0 A SUPER FAST RECTIFIERS

FEATURES

     

MECHANICAL DATA

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

MURB1040CT MURB1060CTMURB1020CT

MURB1020CT - MURB1060CT

��
�

��

Dimensions in inches and (millimeters)

.413(10.5)
.374(9.5)

.055(1.4)

.047(1.2)

.160(4.06)

.190(4.83)

.335(8.51)

.380(9.65)

.065(1.65)
MAX

2.54 (.100)
.020(0.51)
.035(0.89)

.025(0.64)

.015(0.38)

.188(4.78)

.208(5.28)

.110(2.79)

.070(1.78)

TO-263 � ��������������-34/Case:  TO-263   Molded plastic 
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RATING AND CHARACTERTIC CURVES

The cruve graph is for reference only, can't be the basis for judgment(

FIG.1- TYPICAL FORWARD CURRENT DERATING CURVE
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FIG.2-TYPICAL REVERSE
CHARACTERISTICS
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FIG.5-TYPICAL JUNCTION CAPACITANCE
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FIG.4-TYPICAL INSTANTAEOUS
  FORWARD CHARACTERISTICS
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FIG.3-MAXIMUM NON-REPETITVE FORWARD SURGE CURRENT
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