T G b Taiwan Goodark Technology Co.,Ltd

Surface mount zener diode SMBJ5913B--SMBJ5956B
FEATURES

@® Complete voltage range 3.3 to 200 V

® Withstands large surge stresses @

® Available on tape and reel Lead-free

® High surge current rating

ECHANICAL DATA

Terminals: Solder plated, solderable per MILSTD-750, Method 2026
Polarity: Color band denotes cathods end

M
® Case: JEDEC SMB, molded plastic
)
°
® Weight: 0.003 ounces, 0.093 gram

Maximum Ratings and Thermal Characteristics (T.,=25C unless otherwise noted)

Characteristic Symbol Value Unit
Power dissipation at T,=75C Pt 3.0 W
Forward voltage @Ir=200mA Ve 15 \%
Junction temperature Ty -55 to +150 i
Storage temperature range Tete 55 to +150 C
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¢ b Taiwan Goodark Technology Co.,Ltd
Surface mount zener diode SMBJ5913B--SMBJ5956B
ELECTRICAL CHARACTERISTICS (1,=257)
Zener Test Dynamic Knee Knee Reverse Reverse Max. DC
Device
voltage current impedance current impedance current voltage current
Part Number marking
code Vs I Zzr Iz¢ Zzk Ir(ax.) Vr Izm
v mA Q mA Q u Adc \" m A
SMBJ5913B 9138 3.3 113.6 10.0 1.0 500 100 1.0 454
SMBJ5914B 914B 36 1042 9.0 1.0 500 75 1.0 416
SMBJ5915B 9158 39 96.1 75 1.0 500 25 1.0 384
SMBJ5916B 9168 4.3 872 6.0 1.0 500 50 1.0 348
SMBJ5917B 917B 4.7 798 50 1.0 500 50 1.5 319
SMBJ5918B 918B 5.1 73.5 4.0 1.0 350 5.0 2.0 294
SMBJ5919B 9198 56 66.9 2.0 1.0 250 5.0 3.0 267
SMBJ5920B 920B 6.2 60.5 2.0 1.0 200 5.0 4.0 241
SMBJ5921B 921B 6.8 55.1 25 1.0 200 5.0 5.2 220
SMBJ5922B 922B 7.5 50.0 30 05 400 5.0 6.0 200
SMBJ5923B 923B 8.2 457 35 05 400 5.0 6.5 182
SMBJ5924B 924B 9.1 41.2 4.0 05 500 5.0 7.0 164
SMBJ5925B 925B 10 375 45 0.25 500 5.0 8.0 150
SMBJ5926B 926B 11 341 55 0.25 550 1.0 8.4 136
SMBJ5927B 927B 12 31.2 6.5 0.25 550 1.0 9.1 125
SMBJ5928B 928B 13 288 7.0 0.25 550 1.0 9.9 115
SMBJ5929B 9298 15 250 9.0 0.25 600 1.0 114 100
SMBJ5930B 930B 16 234 10 0.25 600 1.0 122 a3
SMBJ5931B 931B 18 208 12 0.25 650 1.0 137 83
SMBJ5932B 932B 20 18.7 14 0.25 650 1.0 152 75
SMBJ5933B 933B 22 17.0 17.5 0.25 650 1.0 16.7 68
SMBJ5934B 934B 24 15.6 19 0.25 700 1.0 18.2 62
SMBJ5935B 9358 27 13.9 23 0.25 700 1.0 206 55
SMBJ5936B 9368 30 125 28 0.25 750 1.0 228 50
SMBJ5937B 937B 33 1.4 33 0.25 800 1.0 251 45
SMBJ5938B 938B 36 104 38 0.25 850 1.0 274 41
SMBJ5939B 9398 39 9.6 45 0.25 900 1.0 297 38
SMBJ5940B 940B 43 8.7 53 0.25 950 1.0 327 34
SMBJ5941B 941B 47 8.0 67 0.25 1000 1.0 358 31
SMBJ5942B 942B 51 7.3 70 0.25 1100 1.0 38.8 29
SMBJ5943B 9438 56 6.7 86 0.25 130 1.0 426 26
SMBJ5944B 944B 62 6.0 100 0.25 1500 1.0 A7 1 24
SMBJ5945B 945B 68 55 120 0.25 1700 1.0 51.2 22
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Taiwan Goodark Technology Co.,Ltd

Surface mount zener diode

SMBJ5913B--SMBJ59568B

: Zener Test Dynamic Knee Knee Reverse Revere Max. DC
pevice voltage current impedance current impedance current voltage current
Part Number marking
e vZ IZ'I' ZZI' IZK ZZI( IR{II-:.] VR IZM
\" mA Q mA Q u Adc v mA
SMBJ5946B 9468 75 5.0 140 0.25 2000 1.0 56.0 20
SMBJ5947B 947B 82 4.6 160 0.25 2500 1.0 62.2 18
SMBJ5948B 948B 91 4.1 200 0.25 3000 1.0 69.2 16
SMBJ5949B 9498 100 37 250 025 3100 1.0 76.0 15
SMBJ5950B 950B 110 34 300 0.25 4000 1.0 836 13
SMBJ5951B a51B 120 3.1 380 0.25 4500 1.0 91.2 12
SMBJ5952B 952B 130 29 450 025 5000 1.0 988 11
SMBJ5953B 953B 150 25 600 0.25 6000 1.0 114.0 10
SMBJ5954B 954B 160 2.3 700 0.25 6500 1.0 121.6 9.0
SMBJ5955B 9558 180 2.1 900 0.25 7000 1.0 136.8 8.0
SMBJ5956B 9568 200 1.9 1200 0.25 8000 1.0 152.0 7.0

Notes: 1.No suffix indicates a +20% tolerance on nominal Vz. Suffix A denotes a £10% tolerance, B denotes a +5% tolerance, C

denotes a +2% tolerance, and D denotes a £1% tolerance.

2. Zener voltage (Vz) is measured at T =30C. Voltage measurement to be performed 90 seconds after application of

dc current.

3.The zener impedance is derived from the 60Hz ac voltage, which results when an ac current having an r ms value

equal to 10% of the dc zener current(lzt or Iz«) is superimposed on Izt or Iz«.
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Taiwan Goodark Technology Co.,Ltd

Surface mount zener diode

SMBJ5913B--SMBJ59568B

PACKAGE OUTLINE DIMENSIONS
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DO-214AA(SMB)

Dim Min Max
A 4.30 4.70
B 3.30 3.70
C 2.00 2.30
D 5.05 5.55
E 0.10 0.30
F 0.95 1.55
G 0.20MAX
H 2.10 2.50
I 1.85 215

All Dimensions in mm

SOLDERING FOOTPRINT
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PACKAGE INFORMATION
Device Package Shipping

SMBJ5931B-SMBJ5956B | DO-214AA(SMB) | 3000/TapedReel
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